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List of Abbreviations 

 

Abbreviation Term/Phrase/Name 

ANSI American National Standards Institute 

BOP Balance of Plant 

CadnaA Computer Aided Noise Abatement 

dB decibel 

dBA A-weighted decibel 

dBC C-weighted decibel 

EKPC East Kentucky Power Cooperative 

Hz Hertz  

ISO International Organization for Standardization 

Ldn day-night average sound level 

Leq equivalent-continuous sound level 

L10 10-percentile exceedance sound level 

L50 50-percentile exceedance sound level 

L90 90-percentile exceedance sound level 

MP measurement point 

mph miles per hour 

Project Cooper Power Plant 

PWL  sound power level 

SPL sound pressure level 

USEPA United States Environmental Protection Agency 
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Executive Summary 

Burns & McDonnell conducted a sound study for the East Kentucky Power Cooperative (EKPC) Cooper Power 

Plant (Project), located in Pulaski County, KY. The Project is a new 2x1 F-Class power generation facility with 

combustion turbines and heat recovery steam generators (HRSG) located outside, an indoor steam turbine 

generator, and associated balance-of-plant (BOP) equipment. There is an existing coal-fired power plant 

adjacent to the west of the new Project. 

The objectives of this study were to identify the applicable noise regulations, measure existing ambient sound 

levels, model operational sound levels of the Project, and compare Project-generated sound levels to the 

applicable noise regulations and existing ambient sound levels. 

The State of Kentucky does not have applicable noise statutes which limit noise from the Project nor does 

Pulaski County. In the absence of regulatory limits, Project sound levels were compared to industry guidelines 

for limiting noise impacts on the surrounding community. For A-weighted sound levels, the United States 

Environmental Protection Agency (USEPA) has guidance to limit sound levels at nearby residential receptors 

to a day-night sound level (Ldn) of 55 dBA, which is equivalent to a constant sound level of less than 48.6 dBA. 

In the interest of potential low-frequency impacts, the American National Standards Institute (ANSI) standard, 

ANSI S12.9, provides guidance that low-frequency sound levels in the 16, 31.5, and 63-Hz octave bands less 

than 65 dB generally result in minimal annoyance. This would be approximately equivalent to a C-weighted 

sound level of 65 to 70 dBC for sources with strong low frequency content.  

Project sound levels were also compared to the measured existing ambient sound levels surrounding the 

Project. Ambient sound levels were measured at two (2) locations representative of the nearby noise sensitive 

receptors. Measured sound levels indicate that existing ambient sound levels in the surrounding area may 

already be exceeding the recommended sound levels from the USEPA and ANSI sound levels, since the 

average nighttime Leq sound levels were measured to be 57 dBA and 54 dBA at the two measurement locations, 

with the existing Facility operational. 

The Project operational sound levels, as currently designed, are expected to slightly exceed the recommended 

sound level guidelines provided by USEPA and ANSI at the nearest receptor. However, sound levels are 

expected to be comparable to the measured existing ambient sound levels. Mitigation upgrades, including 

upgraded exhaust stack silencers, low-noise fans and splash mats for the cooling tower, and enclosures on 

some of the surrounding auxiliary skids, have been included as part of the Project acoustic design to reduce 

base offering sound levels closer to the recommended sound levels. It should be noted that the USEPA 

guidelines and the ANSI informative standard are not intended to be construed as regulatory limits as they do 

not consider cost or engineering feasibility associated with additional mitigation. Instead, these should be 

used only as guidance for minimizing the potential for noise impacts on the surrounding community. 
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1.0 Acoustical Terminology 

The term “sound level” is often used to describe two different sound characteristics: sound power and sound 

pressure. Every source that produces sound has a sound power level (PWL). The PWL is the acoustical energy 

emitted by a sound source and is an absolute number that is not affected by the surrounding environment. The 

acoustical energy produced by a source propagates through media as pressure fluctuations. These pressure 

fluctuations, also called sound pressure levels (SPL), are what human ears hear and microphones measure.  

Sound is physically characterized by amplitude and frequency. The amplitude of sound is measured in 

decibels (dB) as the logarithmic ratio of a sound pressure to a reference sound pressure (20 micropascals). 

The reference sound pressure corresponds to the typical threshold of human hearing. To the average listener, 

a 3-dB change in a continuous broadband sound is generally considered “just barely perceptible”; a 5-dB 

change is generally considered “clearly noticeable”; and a 10-dB change is generally considered a doubling 

(or halving, if the sound is decreasing) of the apparent loudness. 

Sound waves can occur at many different wavelengths, also known as the frequency. Frequency is measured 

in hertz (Hz) and is the number of wave cycles per second that occur. The typical human ear can hear 

frequencies ranging from approximately 20 to 20,000 Hz. Normally, the human ear is most sensitive to sounds 

in the middle frequencies (1,000 to 8,000 Hz) and is less sensitive to sounds in the lower and higher 

frequencies. As such, the A-weighting scale was developed to simulate the frequency response of the human 

ear to sounds at typical environmental levels. The A-weighting scale emphasizes sounds in the middle 

frequencies and de-emphasizes sounds in the low and high frequencies. Any sound level to which the A-

weighting scale has been applied is expressed in A-weighted decibels, or dBA. For reference, the A-weighted 

sound pressure level and subjective loudness associated with some common sound sources are listed in 

Table 1-1. The C-weighting scale has more of an emphasis on low frequency content than the A-weighting scale 

and is generally used to describe the low frequency characteristics of sound levels (e.g., “rattling” or 

“rumbling” associated with sound levels). 

Sound in the environment is constantly fluctuating, as when a car drives by, a dog barks, or a plane passes 

overhead. Therefore, sound metrics have been developed to quantify fluctuating environmental sound levels. 

These metrics include the exceedance sound level. The exceedance sound level is the sound level exceeded 

during “x” percent of the sampling period and is also referred to as a statistical sound level. Common 

exceedance sound level values are the 10-, 50-,90-percentile exceedance sound levels, denoted by L10, L50, 

and L90. The equivalent-continuous sound level (Leq) is the arithmetic average of the varying sound over a given 

time period and is the most common metric used to describe sound. The USEPA uses a noise metric called the 

day-night average sound level (Ldn) which is a 24-hour average sound level, with a 10-dBA penalty applied to 

sound measured during nighttime hours (10:00 PM to 7:00 AM). 
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Table 1-1: Typical Sound Pressure Levels Associated with Common Sound Sources 

Sound Pressure 

Level  

(dBA) 

Subjective  

Evaluation 
Environment 

140 Deafening Jet aircraft at 75 feet 

130 Threshold of pain Jet aircraft during takeoff at a distance of 300 feet 

120 Threshold of feeling Elevated train 

110 
Very loud 

Jet flyover at 1,000 feet 

100 Motorcycle at 25 feet 

90 
Moderately loud 

Propeller plane flyover at 1,000 feet 

80 Diesel truck (40 mph) at 50 feet 

70 Loud B-757 cabin during flight 

60 Moderate Air-conditioner condenser at 15 feet 

50 
Quiet 

Private Office 

40 Farm field with light breeze, birdcalls 

30 
Very quiet 

Quiet residential neighborhood 

20 Rustling leaves 

10 Just audible -- 

0 Threshold of hearing -- 

Sources: 

(1) Adapted from Architectural Acoustics, M. David Egan, 1988 

(2) Architectural Graphic Standards, Ramsey and Sleeper, 1994 
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2.0 Applicable Regulations & Design Goals 

State and local noise regulations were reviewed to determine Project noise limits. Neither the State of 

Kentucky, nor Pulaski County, have applicable noise requirements which limit noise from the Project. In the 

absence of local noise limits, Project sound levels can be compared to USEPA guidelines and the ANSI S12.9 

standard.  

2.1 USEPA Guidelines 

In 1974 the USEPA published Information on Levels of Environmental Noise Requisite to Protect Public Health 

and Welfare with an Adequate Margin of Safety. As part of this document, the recommended noise limit is a 

day-night level, Ldn, of 55 dBA at the nearest noise sensitive receptors (i.e., residents). This would be equal to 

an equivalent continuous sound level, Leq, of 48.6 dBA for a constant source operating continuously (i.e., 24-

hours). The USEPA notes that these recommended sound levels are not to be construed as regulatory limits as 

they do not account for costs or feasibility associated with meeting these target sound levels. However, they 

are generally appropriate levels to protect the health and welfare of the community. 

2.2 ANSI S12.9 Part 4 

Since there is potential for low-frequency noise to be emitted from the Project, ANSI S12.9 Part 4 provides 

informative guidance for sounds with strong low-frequency content. Section D.2 states the following: 

“Generally, annoyance is minimal when octave-band sound pressure levels are less than 65 dB at 

16, 31.5, and 63-Hz midband frequencies.” 

For sounds with strong low-frequency content, this would be approximately equivalent to a C-weighted sound 

level of 65 to 70 dBC. 



December 2024 Sound Study Report Revision 2 

 Ambient Measurements East Kentucky Power Cooperative 

 3-1 

3.0 Ambient Measurements 

Ambient measurements were collected for the Project area to represent existing sound levels at the nearest 

Noise Sensitive Areas (NSA). Sound level measurements were made using sound level meters that met the 

ANSI S1.4 requirements for a Type 1 Precision Sound Level Meter. One-half inch random-incidence 

microphones were used on the meters. Microphone windscreens were used for all measurements. Sound level 

meters were calibrated before and after each set of measurements using a sound level calibrator. Calibration 

level changes did not exceed ± 0.5 dB during the measurements. The meters and calibrator were checked 

within a year prior of the measurements to verify compliance with the U.S. National Institute of Standards and 

Technology (NIST) specifications.  

Continuous, long-term sound level measurements were collected at two measurement locations surrounding 

the Project area. Long-term measurement locations are shown in Figure A-1 of Appendix A, as well as the 

nearest NSAs. The microphones were placed at a height of approximately five feet above the ground and 

mounted on a microphone pole which is connected to the monitoring system case.  

The long-term monitors measured sound levels continuously over the course of one 24-hour period from 9:00 

AM on December 4 to 9:00 AM on December 5, 2024. The measured sound level data is shown in graph and 

tabular form in Appendix B. Weather was generally acceptable for conducting ambient measurements. 

Weather data was gathered from a nearby meteorological station and shown in Appendix B. 

The existing ambient sound level at MP1 is comprised primarily of noise from the existing coal plant, occasional 

traffic and local residential activity. The existing ambient sound level at MP2 was comprised primarily of 

constant highway traffic local fauna. The existing coal plant was only faintly audible during periods of low 

ambient at MP2. A summary of the ambient measurements is shown in the following Table 3-1 as the average 

daytime and nighttime Leq and L90. 

Table 3-1: Ambient Measurements  

Measurement 

Location 

Daytime Average 

(7:00 AM to 10:00 PM) 

Nighttime Average 

(10:00 PM to 7:00 AM) 
24-Hour 

Average1 

Leq 

(dBA) 

L90 

(dBA) 

Leq 

(dBC) 

L90 

(dBC) 

Leq 

(dBA) 

L90 

(dBA) 

Leq 

(dBC) 

L90 

(dBC) 
Ldn (dBA) 

MP1 58 53 68 63 57 53 71 63 65 

MP2 53 45 69 58 54 43 73 58 61 

1) Ldn is calculated based on measured Leq sound levels 
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4.0 Modeled Sound Levels 

Operational sound levels for the proposed Project were performed using the Computer Aided Noise 

Abatement (CadnaA) modeling software. Equipment sound levels used for modeling were based on a 

combination of supplier provided data and in-house data based on experience with similar make and sized 

equipment. This model was used for determining expected sound levels due to the Project and the associated 

impacts to the existing ambient sound levels at the nearest noise sensitive receptors. 

4.1 Sound Modeling Methodology and Input Parameters 

Predictive noise modeling was performed using the industry-accepted sound modeling software CadnaA, 

version 2024. The software is a scaled, three-dimensional program, which considers air absorption, terrain, 

ground absorption, and reflections and shielding for each piece of noise-emitting equipment, and then 

predicts sound pressure levels at discrete locations and over a gridded area based on input source sound 

levels. The model calculates sound propagation based on International Organization for Standardization (ISO) 

9613-2:2024, General Method of Calculation. ISO 9613-2 assesses the sound level propagation based on the 

octave band center-frequency range from 31.5 to 8,000 Hz. 

The ISO standard considers sound propagation and directivity. The sound-modeling software calculates 

omnidirectional, downwind sound propagation using worst-case directivity factors, in tandem with user-

specified directivities and propagation properties. Empirical studies accepted within the industry have 

demonstrated that modeling may over-predict sound levels in certain directions, and as a result, modeling 

results generally are considered a conservative measure of the Project’s actual sound level. 

The modeled atmospheric conditions were assumed to be calm, and the temperature and relative humidity 

were left at the program’s default values. Reflections and shielding were considered for sound waves 

encountering physical structures. Sound levels around the site can be influenced by the sound reflections 

from physical structures onsite. The area surrounding the Project has mild elevation changes, which scatter 

and absorb the sound waves. Thus, terrain was included to account for surface effects such as ground 

absorption. Average ground absorption for the Project site and surrounding area was set to a value of 0.5 to 

account for the mix of hard pavement and soft vegetative ground. The surface of the river to the south of the 

Project was set to a ground absorption value of 0.0 to account for the water surface. The modeling assumptions 

are outlined in Table 4-1. This model is exclusive of noise sources not associated with the Project (e.g., traffic 

noise and local fauna). Only Project sound levels have been evaluated. 

The Project general arrangement is included as Figure A-2 of Appendix A. The modeled equipment octave-band 

sound levels for each piece of equipment are included in Appendix C. A summary of the Project’s expected 

acoustical design is shown in Table 4-2. 
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Table 4-1: Sound Modeling Parameters 

Model Input Parameter Value 

Ground Absorption (Land) 0.5 

Ground Absorption (Water) 0.0 

Number of Reflections 2 

Receptor Height 5 feet above grade 

Terrain USGS topographic land data 

Temperature 50 °F 

Humidity 70% 

 

Table 4-2: Project Expected Acoustical Design 

Equipment QTY Base Sound Level Notes 

Siemens Equipment 

Exhaust Stack Exit 2 Lw = 104 dBA Upgraded silencers 

Combustion Turbine Train(a) 2 Lp = 85 dBA at 3 feet 
See appendix for full 

package incl. aux skids 

Water Injection Skid 2 Lw = 95 dBA Low-noise enclosure 

Fuel Oil Pump Skid 2 Lw = 96 dBA Low-noise enclosure 

Steam Turbine Building Interior(b) 
1 Lp = 90 dBA  

average interior 

Standard insulated metal 

panel (STC 35)(c) 

BOP Equipment 

New Cooling Tower 1 Lp = 61 dBA at 400 feet 
Low-noise fans and splash 

mats 

Boiler Feed Pumps 4 Lp = 85 dBA at 3 feet Low-noise enclosure 

All Pumps, valves, etc. Varies Lp = 85 dBA at 3 feet  

*Lw – sound power level, Lp – sound pressure level at distance 

a) Includes HRSG, Stack Exit, Gas Turbine, Generator, and Intake. Doesn’t include auxiliary skids. See appendix for full package 

equipment sound levels. 

b) Includes Steam Turbine, Generator, Condenser, and associated equipment inside building. 

c) Steam Turbine building assumed to have insulated metal panel wall/roof with minimum sound transmission class (STC) rating of 35. 

4.2 Sound Modeling Results 

The Project will operate at fairly constant sound levels when operational. Therefore, steady-state sound level 

predictions were completed. The predicted overall steady-state operational A-weighted sound levels, which 

do not include contributions from ambient sound sources, are shown with 5-dB contours in Figure A-3 of 

Appendix A. The predicted C-weighted sound level contours are shown in Figure A-4. The Project-generated 

sound levels were also calculated at the nearest residential properties. Table 4-3 show the predicted Project 

sound levels at the nearest residential receptors.  
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Table 4-3: Modeled Sound Levels – Base Design New Cooling Tower 

Receptor 

Name 

Industry Noise Guidelines Existing Ambient Sound Levels 
Project-Only 

Sound Levels 

USEPA 

Guidelines(a) 

(dBA) 

Industry dBC 

Recommendation(b) 

(dBC) 

Average Leq (dBA) Average Leq (dBC) 
Leq 

(dBA) 

Leq 

(dBC) 

R1 

48.6 65-70 

Day – 58 

Night – 57 

Day – 68 

Night - 71 
55 75 

R2 
Day – 58 

Night – 57 

Day – 68 

Night – 71 
43 66 

R3 
Day – 53 

Night – 54 

Day – 69 

Night – 73 
41 67 

a) USEPA guidelines is recommended 55 dBA Ldn (48.6 dBA Leq). 

b) Industry recommended 65-70 dBC equivalent limit to reduce potential for low frequency impacts (ANSI S12.9). 

Although Project sound levels are expected to slightly exceed the USEPA and ANSI recommended sound levels 

at R1, sound levels are generally comparable to the existing average ambient sound levels at this location. 

Additional mitigation may not be considered feasible from a cost or performance basis since the USEPA and 

ANSI recommended levels are only for guidance and not a regulatory limit, and the expected sound levels from 

the Project are predicted to be lower than the existing average Leq A-weighted sound levels, and only slightly 

above the existing average nighttime Leq C-weighted sound levels. 
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5.0 Conclusions 

Burns & McDonnell conducted a preliminary sound study for the proposed EKPC Cooper Project. This 

preliminary study consists of ambient measurements and predictive sound modeling of the Project to analyze 

potential offsite sound impacts from operation of the Project. 

There are no regulatory noise limits for the Project. Recommendations from the USEPA and ANSI S12.9 could 

be used as guidance to minimize potential for A-weighted and C-weighted sound level impacts on the nearby 

residential receptors. However, ambient noise measurements indicate that the area surrounding the Project 

may already exceed these recommended sound levels. The Project, as currently designed with low-noise 

options included, is expected to be below these guidelines at all receptors except near R1, where the sound 

levels are expected to slightly exceed these guideline sound levels, but still be comparable to the measured 

existing ambient sound levels in the surrounding area.  

The base design incorporates significant low-noise mitigation options to the stack exhaust silencer, the 

cooling tower, and some of the more significant noise source auxiliary skids. Additional mitigation may not be 

feasible or reasonable, as the USEPA and ANSI guidelines are not regulatory limits and should only be used as 

guidance to help minimize potential noise impacts from the Project to the nearby residential receptors. 

Additionally, the expected sound levels from the Project are predicted to be lower than the existing average Leq 

A-weighted sound levels, and only slightly above the existing average nighttime Leq C-weighted sound levels.
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Figure A-1 - Ambient Sound Measurements
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Figure A-2 - General Arrangement
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Figure A-3 - Project Sound Level Contours
(dBA)
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Figure A-4 - Project Sound Level Contours
(dBC)
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East Kentuck Power Cooperative

Ambient Measurement Data

LAeq LA90 LCeq LC90 LAeq LA90 LCeq LC90

(dBA) (dBA) (dBC) (dBC) (dBA) (dBA) (dBC) (dBC)

12/4/24 9:00 AM 58 54 66 64 51 42 62 58

12/4/24 10:00 AM 58 54 66 64 48 43 61 58

12/4/24 11:00 AM 57 53 67 64 54 42 62 58

12/4/24 12:00 PM 57 52 66 63 52 44 67 58

12/4/24 1:00 PM 56 52 66 63 51 46 68 58

12/4/24 2:00 PM 58 52 67 63 53 46 68 58

12/4/24 3:00 PM 58 52 67 63 52 47 66 59

12/4/24 4:00 PM 59 52 71 64 54 48 69 61

12/4/24 5:00 PM 60 52 68 63 55 47 68 59

12/4/24 6:00 PM 56 52 66 62 51 45 69 58

12/4/24 7:00 PM 59 52 65 62 51 45 74 58

12/4/24 8:00 PM 56 52 66 62 52 44 71 57

12/4/24 9:00 PM 57 51 67 62 53 41 68 56

12/4/24 10:00 PM 54 51 65 62 51 42 68 56

12/4/24 11:00 PM 54 51 63 62 46 40 66 55

12/5/24 12:00 AM 56 51 66 62 51 40 67 55

12/5/24 1:00 AM 55 52 65 61 49 40 69 54

12/5/24 2:00 AM 57 52 67 62 54 42 72 55

12/5/24 3:00 AM 58 53 73 62 55 46 77 60

12/5/24 4:00 AM 60 54 75 64 59 50 78 66

12/5/24 5:00 AM 58 54 73 64 53 43 73 57

12/5/24 6:00 AM 58 54 72 66 54 47 72 61

12/5/24 7:00 AM 60 54 69 65 51 46 68 60

12/5/24 8:00 AM 60 55 74 67 54 47 71 61

Daytime Average 58 53 68 63 53 45 69 58

Nighttime Average 57 53 71 63 54 43 73 58

Day-night Average (Ldn) 65 -- -- -- 61 -- -- --

*Daytime is from 7 AM to 10 PM, and nighttime is from 10 PM to 7 AM

**Day-night average is average Leq with a 10 dB penalty on nighttime sound levels

MP1

Time

MP2
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APPENDIX C – MODELED SOUND POWER LEVELS 



Appendix C - Modeled Sound Power Levels
EKPC

Cooper Power Plant Expansion

31.5 63.0 125 250 500 1000 2000 4000 8000

Air Compressor 2 90 89 89 88 91 94 94 92 89 100 Estimated 85 dBA @ 3ft

Cooling Tower Aux Pump 1 87 88 89 91 91 94 91 87 81 98 Estimated 85 dBA @ 3ft

Circulating Water Pump 2 93 94 95 97 97 100 97 93 87 104 Estimated 85 dBA @ 3ft

Dew Point Exaust Stack 2 119 101 93 88 89 95 93 92 91 100 In-house

Forwarding Pump 4 87 88 89 91 91 94 91 87 81 98 Estimated 85 dBA @ 3ft

Fuel Gas Separator 2 105 97 96 89 85 86 84 81 76 91 Estimated 85 dBA @ 3ft

Fuel Oil Heaters 2 105 97 96 89 85 86 84 81 76 91 In-house

Gas Valve 1 104 100 89 81 80 86 88 91 89 96 Estimated 85 dBA @ 3ft

GT Air Discharge Vents 4 89 98 93 92 89 94 99 91 86 102 In-house

GT Air Inlet Vents 4 89 98 93 93 90 93 98 91 87 101 In-house

HRSG Blowdown Tank Exhaust 2 103 98 100 93 93 91 94 91 88 99 Estimated 85 dBA @ 3ft

HRSG Steam Vent 2 103 98 100 93 93 91 94 91 88 99 Estimated 85 dBA @ 3ft

Recirc Pump 2 87 88 89 91 91 94 91 87 81 98 Estimated 85 dBA @ 3ft

SEE Transformer 2 78 86 87 94 85 75 69 59 50 87 Estimated 75 dBA @ 3ft

SFC Transformer 2 78 86 87 94 85 75 69 59 50 87 Estimated 75 dBA @ 3ft

Exhaust Stack Exit - Mitigated 2 129 117 114 109 99 85 70 75 70 104 In-house Silencer Data

Fuel Gas Piping 1 104 100 89 81 80 86 88 91 89 96 Estimated 85 dBA @ 3ft

Performance Heater 2 105 97 96 89 85 86 84 81 76 91 In-house

Air Inlet Duct 2 109 105 101 92 85 100 84 86 93 101 Estimated 75 dBA @ 3ft

Ammonia Flow Skid 2 87 88 89 91 91 94 91 87 81 98 Estimated 85 dBA @ 3ft

Aux Transformer 3 84 92 93 100 91 81 75 65 56 93 Estimated 75 dBA @ 3ft

BFP 2 92 93 94 96 96 99 96 92 86 103 Estimated 93 dBA @ 3ft

Cooling Tower Fan Deck (Mit CT) 1 72 85 95 99 101 102 95 91 85 104

Cooling Tower Intake (Mit CT) 2 59 78 85 90 89 93 95 96 93 101

Dew Point Heater 2 109 101 100 93 89 90 88 85 80 95 Estimated 75 dBA @ 3ft

Exhaust Diffuser & Exp Duct 2 133 126 115 116 112 106 105 102 82 114 In-house

Fuel Oil Pump Skid (Mit) 88 88 89 90 91 89 91 89 83 96 Mitigated (e.g., low-noise enclosure)

Generator 2 111 118 110 93 88 86 88 85 77 98 Estimated 75 dBA @ 3ft

GSUT 2 97 105 106 103 104 94 88 78 69 103 Estimated 85 dBA @ 3ft

GT Enclosure 2 94 99 91 87 82 86 90 84 75 94 In-house

HRSG Body 2 131 132 117 113 108 104 99 99 82 111 In-house

Lube Oil Package 2 94 94 100 95 97 92 89 85 80 98 In-house

Roto Air Cooler 2 107 105 100 96 94 89 85 83 79 96 In-house

ST Building Interior sound pressure level 1 97 96 97 91 86 84 82 81 77 91 Average Interior Sound Pressure Level

Steam Turbine Step Up Xfmr 1 97 105 106 103 104 94 88 78 69 103 Estimated 85 dBA @ 3ft

Water Injection Pump Skid (Mit) 2 89 90 87 87 87 87 88 90 83 95 Mitigated (e.g., low-noise enclosure)

Water Treatment Building Interior 1 74 75 76 78 78 81 78 74 68 85 Average Interior Sound Pressure Level

GT Filter Face 1 121 115 108 102 90 92 81 97 104 105 In-house

Exhaust Stack Casing (Lower Section) 2 114 109 99 100 92 93 88 86 69 98 In-house

Notes:

1. All sound levels are inclusive of Project designed noise mitigation. Interior sound levels are average sound pressure levels.

Mitigated (61 dBA @ 400 ft)

Name Notes

Overall

(dBA)

Number of 

Sources

Sound Power Level (dB)
1

Octave Band Frequency (Hz) 
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